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Frequently Asked Questions

How do I adapt to Rexflex piping to black pipe or copper?

Rexflex piping can be adapted to black pipe or copper systems. Through one or multiple 
fittings adapt the exiting pipe to ¾” NPT (M or F).  From there, use the appropriate Rexflex 
adapter fitting to convert from NPT to Rexflex piping.   

A local hardware store will have a variety of pipe thread fittings to help you adapt to any 
existing threaded system.

How do I know which size to use?

Choosing the correct diameter of pipe is based on how much flow rate will need to travel 
through the pipe. Flow rate is SCFH (standard cubic feet per hour). 

The longer the distance the piping runs, the larger diameter of pipe 
you need. Keep the diameter of the main line of pipe the same.  As a 
standard, Rexflex piping can be reduced to 3/4” for the drop leg 
portions, regardless of location in the system.

For assistance sizing your piping, scan this QR Code to go to Rexarc's 
Pipe Diameter Calculator and filling in the needed information.  
Keep in mind that a larger pipe diameter will provide a buffer for 
peaks in flow.  Should the calculator return a size recommendation 
of 1/2", using 3/4" Rexflex Piping will be an excellent solution. 

Should I do a pressure test?

Yes, prior to fully starting the system, a pressure test must be conducted to verify there are 
no leaks.  To do this, visually verify all fittings have been tightened.  Then increase the system 
pressure to 50 PSI on the inert gas manifold regulator.  Perform a leak test by using soapy 
water on each fitting and pipe connection.  Upon verification that the system is not leaking, 
increase to working pressure, up to Maximum 200 PSI, and repeat leak test procedure. 

Are Rexflex piping systems sunlight and UV resistant?

Like any plastic product exposed to direct sunlight, it’s best to cover or paint the tubing to 
extend its working life.  Failure to do so will likely result in the product not achieving full 
service life. 

Are your products OSHA Approved?

This is one of those somewhat tricky questions. OSHA does not approve any products for 
safety but does rely on the manufacturer for recommendations. Since Rexflex is piping is 
manufactured specifically for inert gases and it has been verified to the specifications listed, 
it is allowed.

OSHA has issued guidelines that PVC plastic pipe cannot be used for inert gas piping.

What materials are Rexflex fittings:

Rexflex fittings are nickel plated brass. 

What is the warranty?

Rexflex piping and fittings come with a one year warranty from the date of shipment.

What is the max pressure rating for Rexflex piping?

200 psi

What is the temperature range of your products?

-40°F to 140°F

What is the bend radius of the Rexflex piping?

3/4”: 6-8” Radius
1”: 10-12” Radius

Can Rexflex pipe or fittings be buried in concrete or underground?

Rexflex piping and fittings are suitable for burying in soil or concrete. Using conduit 
covering is not required for Rexflex piping. If buried, wrap fittings with appropriate tape and 
‘sleeving up’ through concrete is recommended.  

Can the products be painted?

Yes, Rexflex pipe and fittings can be painted.

If I run out of fittings, where can I buy more?

Rexflex pipe and fittings do not interchange with common 
parts at a local store as they are specific to our systems. To 
order additional Rexflex pipe or fittings, just give us a call.
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How do I adapt to Rexflex piping to black pipe or copper?

Rexflex piping can be adapted to black pipe or copper systems. Through zero, one, or 
multiple fittings adapt the exiting pipe to ¾” NPT (M or F).  From there, use the appropriate 
Rexflex adapter fitting to convert from NPT to Rexflex piping.   

A local hardware store will have a variety of pipe thread fittings to help you adapt to any 
existing threaded system.

How do I know which size to use?

Choosing the correct diameter of pipe is based on how much flow rate will need to travel 
through the pipe. Flow rate is SCFH (standard cubic feet per hour). 

The longer the distance the piping runs, the larger diameter of pipe 
you need. Keep the diameter of the main line of pipe the same. As a 
standard, Rexflex piping can be reduced to 3/4” for the drop leg 
portions, regardless of location in the system.

For assistance sizing your piping, scan this QR Code to go to Rexarc's 
Pipe Diameter Calculator and filling in the needed information.  
Keep in mind that a larger pipe diameter will provide a buffer for 
peaks in flow. Should the calculator return a size recommendation 
of 1/2", using 3/4" Rexflex Piping will be an excellent solution. 

Should I do a pressure test?

Yes, prior to fully starting the system, a pressure test must be conducted to verify there are 
no leaks. To do this, visually verify all fittings have been tightened. Then increase the system 
pressure to 50 PSI on the inert gas manifold regulator. Perform a leak test by using soapy 
water on each fitting and pipe connection. Upon verification that the system is not leaking, 
increase to working pressure, up to Maximum 200 PSI, and repeat leak test procedure. 

Are Rexflex piping systems sunlight and UV resistant?

Like any plastic product exposed to direct sunlight, it’s best to cover or paint the tubing to 
extend its working life. Failure to do so will likely result in the product not achieving full 
service life. 

Are your products OSHA Approved?

This is one of those somewhat tricky questions.  OSHA does not approve any products for 
safety but does rely on the manufacturer for recommendations. Since Rexflex is piping is 
manufactured specifically for inert gases and it has been verified to the specifications listed, 
it is allowed.

OSHA has issued guidelines that PVC plastic pipe cannot be used for inert gas piping.

What materials are Rexflex fittings:

Rexflex fittings are nickel plated brass. 

What is the warranty?

Rexflex piping and fittings come with a one year warranty from the date of shipment.

What is the max pressure rating for Rexflex piping?

200 psi at 73°F and 160 psi at 140°F 

What is the temperature range of your products?

-40°F to 140°F

What is the bend radius of the Rexflex piping?

3/4”: 6-8” Radius
1”: 10-12” Radius

Can Rexflex pipe or fittings be buried in concrete or underground?

Rexflex piping and fittings are suitable for burying in soil or concrete. Using conduit 
covering is not required for Rexflex piping.  If buried, wrap fittings with appropriate tape and 
‘sleeving up’ through concrete is recommended.  

Can the products be painted?

Yes, Rexflex pipe and fittings can be painted.

If I run out of fittings, where can I buy more?

Rexflex pipe and fittings do not interchange with common 
parts at a local store as they are specific to our systems. To 
order additional Rexflex pipe or fittings, just give us a call.




